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Installation

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-JM50/WT MC-JM50/BL 3 (6.6 lbs) 21 24 480

Part Name Material Finish/Color
Body Polyacetal White/Black

Magnet Neodymium -

Part Name Material Finish/Color
Body Polyacetal Light Grey

Magnet Neodymium  -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-JM63G-15  1.5 ( 3.3 lbs )

20
50 500MC-JM63G-30  3 ( 6.6  lbs )

MC-JM63G-50  5 (     11 lbs ) 40

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-JM45WT 3 (6.6 lbs) 8.5 100 1000

Part Name Material Finish/Color
Body Polypropylene White

Magnet Neodymium -

• Hermetically sealed, ideal for high corrosion resistance.
•  No metal-to-metal contact, ideal for cleanroom 

application.
• Strong magnetic force.
•  Optional counterplate: 

Stainless Steel-MC-JM49, AS-68 
Plastic Sealed-MC-JMP45

• Hermetically sealed, ideal for high corrosion resistance.
•  No metal-to-metal contact, ideal for cleanroom 

application.
• Strong magnetic force.
•  Optional counterplate: 

Stainless Steel - MC-JM49, AS-68 
Plastic Sealed - MC-JMP45

• Hermetically sealed, ideal for high corrosion resistance.
•  No metal-to-metal contact, ideal for cleanroom 

application.
• Strong magnetic force.
•  Optional counterplate: 

Stainless Steel - MC-JM49, AS-68 
Plastic Sealed - MC-JMP45
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SEALED MAGNETIC CATCH MC-JM45WT

SEALED MAGNETIC CATCH MC-JM50

SEALED MAGNETIC CATCH MC-JM63G
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M3M3

90°
Body

M3M3

90°
Body

Counterplate-Optional

Item No. Material Finish

MC-159-Plate Steel Nickel

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-159 4 (8.8 lbs) 12 200 1000

Part Name Material Finish
Magnet Neodymium

Nickel
Base/Yoke Steel

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YN001P 2.7 (5.9 lbs) 7.5 100 1000

Part Name Material Finish
Magnet Neodymium

Nickel
Base/Yoke/Counterplate Steel

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YN015SP 2.3 kg (5.0 lbs) 7.3 100 2000

No. Part Name Material Finish
➀ Main Body Stainless Steel

Plain
➁ Yoke 304 Stainless Steel
➂ Magnet Neodymium Epoxy Coating
➃ Counterplate Stainless Steel Plain

•  Unique ultra thin magnetic catch design with 
extra strong magnetic force.
Note: 1) Max. temperature: 80˚C (176˚F)

 2)  To avoid breakage, counterplate 
should not hit magnet.

 3)  Screw heads should not protrude 
above the base plate.

•  Fasteners not included, use M3 Flat head or 
equivalent.

•  Counterplate not included, MC-159-Plate sold 
separately.

•  Ultra-thin magnetic catch with strong rare-earth (neodymium) 
magnet.

•  304 stainless steel yoke for high corrosion resistance.
•  Magnetic catch includes self-tapping screws.

Note: 1)  Magnetic force may be affected when used in/around 
water or high humidity.

 2) Max. recommended temperature: 80°C (176°F).
 3)  Counterplate should not come into direct contact with 

magnet when closing.
 4) Screw heads should not protrude above the base plate.

• Unique ultra thin magnetic catch design ideal for tight spaces.
• Counterplate included.
•  Strong magnetic force.

Note: 1) Max. temperature: 80˚C (176˚F)
 2) To avoid breakage, counterplate should not hit magnet.
 3) Screw heads should not protrude above the base plate.
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ULTRA THIN & STRONG MAGNETIC CATCH MC-159

ULTRA THIN MAGNETIC CATCH MC-YN001P

ULTRA THIN STAINLESS STEEL MAGNETIC CATCH MC-YN015SP

3.0×14

3.0×14
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)
Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)

MC-YN005 3 (6.6 lbs) 9 200 1000

No. Part Name Material Finish
➀ Yoke

430 Stainless Steel
Plain➁ Center Yoke

➂ Back Plate 304 Stainless Steel
➃ Magnet Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
 MC-0083D  10 (  22 lbs ) 63 20 200
 MC-0083  7 (15.4 lbs) 32 60 600

No. Part Name Material Finish
➀ Housing Brass

Nickel
➁ Yoke Steel
➂ Magnet Ferrite -
➃ Back plate Aluminum Anodized
➄ Counterplate Steel Nickel

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YN003 1.7 (3.7 lbs) 5 500 2500

Part Name Material Finish
Magnet Ferrite -

Base/Yoke Steel Nickel

•  Thin magnetic catch ideal for tight spaces.

•  Strong magnetic force.

MC-0083
MC-0083D

•  Thin magnetic catch ideal for tight spaces.
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THIN MAGNETIC CATCH MC-YN003

HEAVY DUTY MAGNETIC CATCH MC-0083D, 0083

STAINLESS STEEL MAGNETIC CATCH MC-YN005
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Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
 MC0083HP-70  7 (15 lbs)

40 40 400
 MC0083HP-140  14 (31 lbs)

No. Part Name Material Finish/Color
➀ Housing 304 Stainless Steel Plain
➁ Magnet Samarium Cobalt -
➂ Yoke 430 Stainless Steel Plain

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YN005HP-20  2 (4.4 lbs)

11 200 1000
MC-YN005HP-50  5.1 ( 11 lbs)

No. Part Name Material Finish/Color
➀ Yoke 430 Stainless Steel Plain
➁ Magnet Samarium Cobalt -
➂ Housing 304 Stainless Steel

Plain
➃ Center Yoke 430 Stainless Steel

•  Suitable for high temperature environments 
up to 250°C (482°F).

•  Optional counterplates: 
- MC-JM49 
- AS-68

•  Suitable for high temperature environments 
up to 250°C (482°F).

• Strong magnetic force.
•  Optional counterplates: 

- MC-JM49 
- AS-68

MC-YN005HPHIGH TEMPERATURE MAGNETIC CATCH

MC0083HPHIGH TEMPERATURE MAGNETIC CATCH
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(1-37/64")

Material Finish
Stainless Steel Plain

Material Finish
430 Stainless Steel Plain

Item No. Weight (g) Box (pcs) Carton (pcs)
AS-68 17 100 1000

Material Finish

Steel
Chromate (W4)
Nickel (W12)

Item No. T D d1 d2 Weight (g) Box (pcs) Carton (pcs)
        W4 2.5 ( 3/32") 12 (15/32") 6     3.4 1.7 1000 10000
        W12 3    (  1/8" ) 15 (19/32") 8     4 3.3   600   3000

Item No. Weight (g) Box (pcs) Carton (pcs)
MC-JMP45 7.3 100 1000

Part Name Material Finish/Color
Body Polypropylene White
Plate Steel Plain

Item No. Weight (g) Box (pcs) Carton (pcs)
MC-JM49 10 100 1000

Material Finish
Steel Nickel

Item No. T D L Weight (g) Box (pcs) Carton (pcs)
Z4 2.5 (3/32") 12 (15/32") 12 (15/32") 2 1000 4000

•  Special plate for MC-JM magnetic catches.
•  430 stainless steel provides corrosion resistance.

•  Hermetically sealed strike eliminates metal particles 
when applied with MC-JM sealed magnetic catches.

•  Same design as MC-JM45WT. 
-  Marked blue on back side to distinguish strike 

plate from magnet.

• Special plate for MC-JM magnetic catches.
•  Equivalent to 304 stainless steel, ideal for 

applications where rust is an issue.
• High corrosion resistant.
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STAINLESS STEEL COUNTERPLATE MC-JM49

MC-JMP45

STAINLESS STEEL COUNTERPLATE AS-68

SEALED COUNTERPLATE

COUNTERPLATE W SERIES

STRIKE Z4
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(1
-1

1/
32

")

For sheet metal thickness 1.6 mm For sheet metal thickness 2.6 mm

Installation

Installation

MC-YSW01

MC-YSW02

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YSW01W MC-YSW01B  1.2  (2.6 lbs)  5  

100 1000
MC-YSW02W MC-YSW02B  3   (6.6 lbs)  5.5

No. Part Name Material Finish/Color
➀ Housing Polyacetal White (W), Black (B)
➁ Yoke Steel Chromate
➂ Magnet Ferrite -

No. Part Name Material Finish/Color
➀ Housing Polyacetal White (W), Black (B)
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Neodymium Nickel

Item No. L L1 L2 B1 B2 H H1 H2 Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
 MC-FS5W  MC-FS5B 40 33.9 (1-11/32") 21.6

8 10
 13.5 (17/32") 11.2 1.2 2.2 (4.8 lbs) 9 200 2000

 MC-FS10W  MC-FS10B 64 54.5 ( 2-9/64" ) 43  14  (35/64") 11.5 1.5 4.5 (9.9 lbs) 20 50 1000

Door
Thickness

Cut Out Dimensions
MC-FS5 MC-FS10

A B A B
0.8

 34.1 (1-11/32")

8.2
(21/64")

 55  (  2-5/32" )

8.2
(21/64")

1.0
1.2  34.5 (1-23/64")  55.5 (  2-3/16" )
1.6  35  (  1-3/8"  )  56  ( 2-13/64" )
2.0  36.5 ( 1-7/16" )  56.5 (  2-7/32" )

No. Part Name Material Finish/Color
➀ Housing ABS White (W), Black (B)
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
    MC-FP5SWT

4.5 (9.9 lbs) 9 200 2000
    MC-FP5SBL

Door
Thickness

Cut Out Dimensions
A B

0.8
 34.1 (1-11/32")

8.2 (21/64")
1.0
1.2  34.5 (1-23/64")
1.6  35  (1- 3/ 8")
2.0  36.5 (1- 7/16")

Cut Out Dimensions

No. Part Name Material Finish/Color
➀ Housing ABS White (WT), Black (BL)
➁ Yoke Steel Yellow Zinc Chomate
➂ Magnet Neodymium -

•  Snap-in magnetic catch for sheet metal 
applications.

• Small size allows for tight spaces.
• Flex-tab allows for easy removal.

•  Snap-in magnetic catch for sheet metal 
applications.

•  Snap-in magnetic catch for sheet metal 
applications.

• Small design with a strong magnetic force.

MAGNETIC CATCH (SNAP-IN TYPE) MC-YSW

MAGNETIC CATCH (SNAP-IN TYPE) MC-FS

MAGNETIC CATCH (SNAP-IN TYPE) MC-FP

Cut Out Dimensions

White Black
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Installation Cut Out Dimensions

Cut Out Dimensions

Cut Out Dimensions
t = 0.8

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
FS-17 6 (13.1 lbs) 18 50 100

Item No. L L1 L2 Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
 MC-FS-2W

   26.5 ( 1-3/64" )     22.4 ( 57/64")      16 (   5/8"  )
          1.5 ( 3.3 lbs )

3.5 400 4000
 MC-FS-2SW           3.5 ( 7.7 lbs )
 MC-FS-4W

   45 (1-25/32")     39.6 (1-9/16")      30.3 (1-3/16")
          2.5 ( 5.5 lbs )

5.8 200 2000
 MC-FS-4SW           7.0 (15.4 lbs)

Panel
Thickness

Cut Out Dimensions
A B

0.8
55 ( 2-5/32" )

8.2 (21/64")
1.0
1.2 55.5 ( 2-3/16" )
1.6 56 (2-13/64")
2.0 56.5 ( 2-7/32" )

Panel
Thickness

Cut Out Dimensions
A B

 0.8 39.9 (1-37/64")
5 (13/64") 1.0 40.5 (1-19/32")

 1.2 41.8 (1-41/64")

No. Part Name Material Finish/Color
➀ Housing ABS White
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite -

No. Part Name Material Finish/Color
➀ Housing ABS White
➁ Yoke Steel Yellow Zinc Chromate

➂ Magnet W: Ferrite
SW: Neodymium -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton
MC-SS30 3 (6.6 lbs) 22 60 600

No. Part Name Material Finish/Color
➀ Housing ABS Ivory
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite -

•  Snap-in magnetic catch for sheet metal applications.
•  Small size for tight spaces.

•  Snap-in magnetic catch for sheet metal 
applications.

•  Snap-in magnetic catch for sheet metal 
applications.

• Panel Thickness: 0.8 mm
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Cut Out Dimensions

Cut Out Dimensions

Single Door Double Door

Wood Installation

Glass Installation

Item No. Magnetic Force (kg) Weight (g) Box (pcs)
CM-2B 0.4 (0.9 lbs) 1 200

No. Part Name Material Finish/Color
➀ Housing Polyamide Black
➁ Magnet Ferrite -
➂ Yoke Steel Black Zinc

Item No. Magnetic Force 
(kg) L1 L2 L3 L4 D1 D2 D3 P1 P2 H Weight 

(g)
Box 
(pcs)

Carton 
(pcs)Black Ivory

MC-111/BLK MC-111/IVY 5 ( 11 lbs) 64 (2-33/64") 46 42 45 (1-49/64")  24.5 (31/32") 21 24 (15/16") 55 30 7 48
50 500

MC-112/BLK MC-112/IVY 3 (6.6 lbs) 53 ( 2-5/64" ) 35 31 34 (1-11/32")  23.5 (59/64") 20 23 (29/32") 44 20 6.2 32
MC-113/BLK - 1 (2.2 lbs) 43 (1-11/16") 25 20 24 ( 15/16"  )  17  (43/64") 13.5 17 (43/64") 34 13 6 14 100 1000

No. Part Name Material Finish/Color
➀ Housing ABS Black (BLK), Ivory (IVY)
➁ Magnet Ferrite -
➂ Yoke

Steel
Yellow Zinc Chromate

➃ Counterplate Nickel

Item No. Magnetic Force (kg) Glass Thickness Weight (g) Box　(pcs) Carton　(pcs)
XL-GC09-CR 1.5 (3.3lbs) 5~8　mm 110 1 24

No. Part Name Material Finish/Color
➀ Housing

Zinc Alloy Chrome
➁ Plate
➂ Spacer Rubber Black
➃ Counterplate Steel

Chrome
➄ Face Plate Zinc Alloy
➅ Pad Rubber Black

•  Snap-in installation.
•  Small size for light weight applications.

•  Low profile design is ideal for tight spaces.
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GLASS MAGNETIC CATCH
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Single plate type

Single plate type

Double plate type

Double plate type

(Single plate)

(Double plate)

(Single plate)

(Double plate)

MCH-40~MCH-80

MCH-105

Item No. L L1 L2 D D1 H H1 C1 C2 C3 d1 d2 d3 t d4 A B Magnetic 
Force (kg)

Weight
(g)

Box
(pcs)

Carton 
(pcs)

 MC-SPM-S
86 (3-25/64") 68.4 63 17 15 13 (33/64")

4
77  9.2

57

3 6 4.5
 1.5

6.8

70( 2-3/4" ) 12(15/32")
4.8 (10.5 lbs)

 57
 12 360

 MC-SPM-W 20 30(1-3/16") 11( 7/16" )  53.5
 MC-SPL-S

106 (4-11/64") 85.6 80 20.5 18 16 (  5/8"  )
65

 2
79(3-7/64")

14(35/64") 5.6 (12.3 lbs)  100  6 180
 MC-SPL-W 94  11.4 25 38( 1-1/2" )

No. Part Name Material Finish/Color
➀ Housing PBT White
➁ Yoke

430 Stainless Steel Plain
➂ Counterplate
④ Magnet Ferrite -

Item No. L L1 L2 D D1 H H1 C1 C2 C3 d1 d2 d3 A B Magnetic 
Force (kg)

Weight
(g)

Box
(pcs)

Carton 
(pcs)

 MC-KM-S  50.5 (1-63/64") 33 30 17
15

12 (15/32") 3 42 10 20 3 .2×6.2 4.2 6.7 30 (1-3/16") 11.5 (29/64") 2.4 (5.2 lbs) 26
12

720
 MC-KL-S

 60 (2-23/64") 42 38 18 16 (  5/8"  ) 3.2 50 10.5 10 3 .2×6 4.3 6.4
38 ( 1-1/2" ) 14   (35/64")

2.8 (6.1 lbs) 45 360
 MC-KL-W 20 ( 25/32") 13   (33/64")

No. Part Name Material Finish/Color
➀ Housing PBT White
➁ Yoke

Steel
Chromate

➂ Counterplate Chrome
➃ Magnet Ferrite -

Item No. L1 L2 L3 P1 P2 P3 A Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
 MCH-40 20 40 (1-37/64") 22 ( 55/64" ) 30 30 12 3   3 (  6.6 lbs)  56 60 300
 MCH-50 27 50 (1-31/32") 29 ( 1-9/64" ) 40 40 18 4   7 (15.4 lbs)  74 50 250
 MCH-61 41 61 (2-13/32") 43 (1-11/16") 50 50 27 6 11 (24.2 lbs)  110 40 200
 MCH-80 55 80 ( 3-5/32" ) 60 (2-23/64") 70 70 40 8 14 (30.8 lbs)  140 30 150
 MCH-105 - - - - - - - 15 (33.0 lbs)  206 24 120

No. Part Name Material Finish
➀ Housing Zinc Alloy Nickel
➁ Magnet Ferrite -
➂ Yoke

Steel Yellow
Zinc Chromate➃ Counterplate

•  Double plate option available for 
double doors meeting in the center.

•  Double plate option available for 
double doors meeting in the center.

•  Special design provides screw mounting options 
in 2 different planes.

• Strong and heavy duty magnetic catch.
M

A
G

N
E

T
IC

 C
A

T
H

E
S

 / H
E

A
V

Y
 D

U
T

Y
 M

A
G

N
E

T
IC

 C
A

T
C

H
E

S

MAGNETIC CATCH MC-SP

MAGNETIC CATCH MC-K

HEAVY DUTY MAGNETIC CATCH MCH

2.7×16

3.1×13
2.9×13
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White BlackGrey

Item No.
Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)

Black White
 MC0099/BLK  MC0099/WHT 1.1 ( 2.4 lbs)

16.3 100 1000 MC0099S/BLK  MC0099S/WHT 3.8 (  8.3 lbs)
MC0099/GR(Grey) 5.2 (11.4 lbs)

Material Finish/Color
ABS/Polycabonate Black (BLK), White (WHT), Grey (GR)

Steel Yellow Zinc Chromate
Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
 MC-110NF/WHT

8 (17.6 lbs) 10 100 800
 MC-110NF/GR

No. Part Name Material Finish/Color
➀ Housing Polycarbonate White (WHT), Grey (GR)
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Neodymium Nickel
➃ Counterplate Steel Yellow Zinc Chromate

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-0051 5.5 (12 lbs) 17 50 500

No. Part Name Material Finish/Color
➀ Housing ABS Black
➁ Yoke Steel Chromate
➂ Magnet Ferrite -

Strike Plate-Optional

Item No. Material Finish
SP0207 Steel Chromate

Item No. Material Finish
SP0207 Steel Chromate

•  Special design provides screw mounting options 
in 2 different planes.

• Three different magnetic forces available.

•  Special design provides screw mounting options 
in 2 different planes.

• Strong magnetic force in a small casing. 

MAGNETIC CATCH MC0099

STRONG MAGNETIC CATCH MC-110NF

MAGNETIC CATCH MC-0051

Strike Plate-Optional
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MC-YS001

MC-YS002

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-FM20S 1 (2.2 lbs) 15 36 720

No. Part Name Material Finish/Color
➀ Housing Polyethylene Ivory
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite -
➃ Counterplate Steel Yellow Zinc Chromate

Item No. Magnetic Force (kg) Weight Box (pcs) Carton (pcs)
MC-FM20W 1 (2.2 lbs) 30 24 480

No. Part Name Material Finish/Color
➀ Housing Polyethylene Ivory
➁ Yoke Steel Clear Zinc Chromate
➂ Magnet Ferrite -
➃ Counterplate Steel Clear Zinc Chromate

Item No.
Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)

White Black
 MC0097/WHT  MC0097/BLK 1.5 (3.3 lbs)

12 100 1000
 MC0097/WHT-1  MC0097/BLK-1 3.5 (7.7 lbs)

No. Part Name Material Finish/Color
➀ Housing Polyethylene Black/White
➁ Yoke Steel Chromate
➂ Magnet Ferrite -
➃ Counterplate Steel Chromate

Item No. Magnet Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YS001 Neodymium 3    (6.6 lbs) 6

100 1000
MC-YS002 Ferrite 1.2 (2.6 lbs) 5

No. Part Name Material Finish/Color
➀ Housing PBT White
➁ Yoke Steel Clear Zinc Chromate
➂ Magnet Neodymium Nickel
➃ Counterplate Steel Clear Zinc Chromate

No. Part Name Material Finish/Color
➀ Housing PBT White
➁ Yoke Steel Clear Zinc Chromate
➂ Magnet Ferrite -
➃ Counterplate Steel Clear Zinc Chromate

•  Mini magnetic catch is ideal for tight spaces.
•  Strong or light magnetic force available.

•  Double catch for double doors that 
meet in the center.

M
A

G
N

E
T

IC
 C

A
T

C
H

E
S

 / M
IN

I M
A

G
N

E
T

IC
 C

A
T

C
H

E
S

MAGNETIC CATCH MC-FM20S

MAGNETIC CATCH MC-FM20W

MAGNETIC CATCH MC0097

MINI MAGNETIC CATCH MC-YS
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Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
 MC-84/IVY

3 (6.6 lbs) 18 100 1000
 MC-84/BLK

No. Part Name Material Finish/Color
➀ Housing ABS Black (BLK), Ivory (IVY)
➁ Yoke Steel Bronze/Nickel
➂ Magnet Ferrite -
➃ Screw

Steel Bronze/Nickel
➄ Counterplate

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
SUPER-78 0.8 (1.7 lbs) 17 36 720

No. Part Name Material Finish/Color

➀ Housing Aluminum Brown Baked
Lacquered

➁ Yoke Steel Chromate
➂ Magnet Ferrite -
➃ Counterplate Steel Chromate

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
SUPER-88 1.5 (3.3 lbs) 28.5 24 720    

No. Part Name Material Finish/Color
➀ Housing Aluminum Anodized
➁ Yoke Steel Chromate
➂ Magnet Ferrite -
➃ Counterplate Steel Chromate

•  Adjustable magnet position (5.5 mm)
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MAGNETIC CATCH MC-84

MAGNETIC CATCH SUPER-78

MAGNETIC CATCH SUPER-88

3.1×13
2.7×13
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2.9×13

MC-84/IVY MC-84/BLK
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8.6

11

114.
2

5.5
9.5

2 3

(35/64")
13.6

Snap-In Holder

Body

n Main Body

n Snap-In Holder (Optional)

Installation

No. Part Name Material Finish/Color
➀ Housing Polyamide White (WHT)
➁ Yoke Steel Chromate

➂ Magnet Ferrite -

Item No. Weight (g)
NB01H 0.5

Door Thickness Cut Out Dimensions
0.8-1.4 Ø11.5
1.5-3 Ø12

No. Part Name Material Finish/Color
➀ Housing Polypropylene White (WHT), Black (BLK)
➁ Yoke Steel Yellow Zinc Chromate

➂ Magnet Ferrite -

No. Material Finish/Color
➀ ABS Plastic White (WTP), Black (BLP)
➁ Steel Chromate
➂ Ferrite -

Item No. D L E T d1 d2 Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
            IS-4/WHT

14 (35/64") 14 (35/64") 0.7 1.2 11 12 2.5 (5.5 lbs) 7.7 200 3000
            IS-4/BLK

Item No. Color Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-125WTP White

3 (6.6 lbs) 15 20 1000
MC-125BLP Black

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
NB01/WHT 1.1 (2.4 lbs) 2 500 5000

•  Use with W12 counterplate (sold separately); screws 
not included, use #4 (3 mm) screws.

•  Snap-in holder for sheet metal 
1/32" to 1/8" (0.8-3 mm).
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MAGNETIC CATCH

MAGNETIC CATCH

MAGNETIC CATCH (AND OPTIONAL SNAP-IN HOLDER)

MC-125WTP

IS-4/WHT

NB01H

MC-125BLP

IS-4/BLK

NB01H/WHT
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(2-1/64")

(1-37/64")

(1-27/64")

NC
(Red)

NO
(Blue)

COM
(Black)

2

1

54

15

64

68

82

74

(1
.8

)

3
9

14

16
37

5.
5 (6
)2

30

2-4.2 x16

(2-27/32 )

(2-29/32 )

(2-11/16 )

(3-1/4 )

(1
-3

/1
6

)
(9

/1
6

)

2-   4.2

L = 300mm

2-4.2x7
2-9.6x12.4

No. Part Name Material Finish
➀ Housing Polycarbonate Black
➁ Counterplate

Steel Nickel
➂ Backplate
➃ Magnet Ferrite -

Max. Wattage 10 W
Max. Load Rating 0.5 A DC
Max. Input Voltage 100V DC

Max. Electric Resistance 0.15Ω
Operating Temperature 0~60°C (32~140°F)

Wire UL1007 AWG#26
Tensile Strength (Lead wire) Max. 1 kg (2.2 lbs)

Item No. Type Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
SMC-101B B 1 (2.2 lbs)

28 50 200SMC-103A A
3 (6.6 lbs)

SMC-103B B

No. Part Name Material Finish
➀ Housing Polycarbonate Black
➁ Counterplate SUS/Polyacetal Plain/Black
➂ Magnet Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-JM74SW-30 3.1 (6.8 lbs) 80 10 80

Rated Voltage
AC250V5A
AC125V5A
DC30V5A

Insulation Resistance MIN. 100MΩ (DC500V)
Contact Resistance MAX. 100Mhh

Contact Rating DC5V 16mA
Operating Temperature -40oC~80oC, Max. 60%RH

•  Reed switch built-into magnetic catch allows longterm, 
trouble free service.

• Designed to detect when a door is closed or open.
•  Use provided counter plate when stationary part is 

non-magnetic material. (aluminum, wood, glass etc.).
•  Type A: Switch opens (off) when counter plate and 

magnet are together.
•  Type B: Switch closes (on) when counter plate and 

magnet are together.
•  Special design provides screw mounting options in 2 

different planes.

•  Reed switch built-into magnetic catch allows long-term, 
trouble free service.

• Designed to detect when a door is closed or open.
• IP67 Water-proof.
• PSE Standard.
•  Special design provides screw mounting options in 2 

different planes.
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MC-JM74SW-30SEALED MAGNETIC CATCH (W/SWITCH)
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ML-30S/WHT ML-30S/BRN

ML-30W/WHT

ML-30W/BRN

No. Part Name Material Finish/Color
➀ Body ABS White, Brown
➁ Latch

Steel Nickel
➂ Counterplate
➃ Magnet Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
 ML-30S/WHT

1.2 (2.6 lbs) 22.5 50 750
 ML-30S/BRN

No. Part Name Material Finish/Color
➀ Body ABS White, Brown
➁ Latch

Steel Nickel
➂ Counterplate
➃ Magnet Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
 ML-30W/WHT

1.2 (2.6 lbs) 42 30 450
 ML-30W/BRN

• Push to open/close.
• Note:  For overlay door, allow a 4　mm (5/32") 

gap between door and cabinet frame for 
pushing room.

• Push to open/close.
• Note:  For overlay door, allow a 4　mm (5/32") 

gap between door and cabinet frame for  
pushing room.
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Closed position
(ML-80/BLK)

Closed position
(ML-80/WHT)

Closed position
(ML-120/WHT)

Opened position
(ML-80/BRN)

Opened position
(ML-120/BRN)

Installation

C=3.5　mm(9/64")
C=GAP

Installation
No. Part Name Material Finish/Color
➀ Body ABS White (WHT), Brown (BRN)
➁ Latch

Steel Yellow Zinc Chromate
➂ Counterplate
➃ Magnet Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
ML-120/WHT

2.4 (5.2 lbs) 53 20 240
ML-120/BRN

Item No. RoHS Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
ML-80/WHT

Yes
1.6 (3.5 lbs) 22 20 400ML-80/BRN

ML-80/BLK No

No. Part Name Material Finish/Color
➀ Body ABS White (WHT), Brown (BRN), Black (BLK)
➁ Latch

Steel Yellow Zinc Chromate
➂ Counterplate
➃ Magnet Ferrite -

• Long stroke for medium size doors.
• Push to latch/unlatch.
• Eliminates need for handles or knobs.
• Note:  For overlay door, allow a 3.5　mm (9/64") 

gap between door and cabinet frame for 
pushing room.

• Push to latch/unlatch.
• Eliminates need for handles or knobs.
• Note:  For overlay door, allow a 3.5　mm (9/64") 

gap between door and cabinet frame for 
pushing room.
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A=3、4、5

B
A 51.5

15

B=8.5(A=3)
7.5(A=4)
6.5(A=5)

13
.1

Counterplate Body

Door

Frame

0+
0.

3

 

(2-21/69")

2434
.3

16

12

16.3
（6.5）

（59）

50.5

4

2

3.3

15

4×   8
4

1
3

2

Counterplate

(1
9/

32
")

Stroke

(1-63/64")

Lock Release Stroke
2-   3.8×   6

(41/64")

(1
-2

3/
64

")

Installation

Detailed View

No. Part Name Material Finish/Color
➀ Body ABS Black
➁ Yoke Steel Black Nickel
➂ Magnet Ferrite -
➃ Counterplate

Steel
GB

➄ Nut Yellow Zinc Chromate

No. Part Name Material Finish/Color
➀ Body Polyaceta/ABS Brown
➁ Mounting Plate Stainless Steel -
➂ Yoke

Steel Nickel
➃ Counterplate

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
PM-4N HB 1.3 (2.9 lbs) 9 350 2800

No. Part Name Material Finish
➀ Mounting Plate Steel Nickel
➁ Body Polyacetal/ABS Brown
➂ Body Cover Stainless Steel -
➃ Counterplate

Steel Nickel
➄ Yoke
➅ Magnet Ferrite -

Item No. Magnetic Force(kg) Weight (g) Box (pcs) Carton (pcs)
MC-S60 1.2 (2.6 lbs) 28.5 30 600

Item No. Magnetic Force(kg) Weight (g) Box (pcs) Carton (pcs)
MC-U60 1.2 (2.6 lbs) 19 30 600

• Push to open/close.
• Note:  For overlay door, give 4　mm (5/32") 

gap between door and cabinet frame 
for pushing space.

• Push to open/close.
• Note:  For overlay door, give 3.5　mm (9/64") 

gap between door and cabinet frame 
for pushing space.
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SLIDE MAGNETIC LATCH

SLIDE MAGNETIC LATCH

MC-S60

MC-U60

MAGNETIC TOUCH LATCH PM-4N HB

3.1×13
3.8×16

3.1×13
3.8×16
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W
t

1000

1

With glue at back side

裏面 粘着剤付

MC-25WT MC-25BL

No. Part Name Material Finish/Color
➀ Body ABS Black
➁ Latch Steel Black Nickel
➂ Magnet Ferrite -
➃ Counterplate Steel Yellow Zinc Chromate

Item No. W t Magnetic Force (kg/cm2) Weight (g) Box (pcs)
NMS-1-200 10

0.8 0.39　kg/cm2 (5.5　psi)
10

500
NMS-2-200 16 16
NMS-3-200 21 21
NMS-4-200 19

1.5 0.55　kg/cm2 (7.8　psi)
19

NMS-5-200 30 30
250

NMS-6-200 39 39

Item No. Color Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
 MC-25BL Black

0.5　kg (1.1　lbs) 10 30 600
 MC-25WT White

Item No. Material W t Magnetic Force (kg/cm2) Weight (g) Box (pcs)
KMS-1-1000

Ferrite/
Polyethylene

12.7
0.8 0.06 kg/cm2 (0.85 psi) 

42

500
KMS-2-1000 19.1 62
KMS-3-1000 25.4 83
KMS-4-1000 12.7

1.5 0.095 kg/cm2 (1.35 psi)
73

KMS-5-1000 19.1 110
250

KMS-6-1000 25.4 146

•  Easy to trim, strong magnetic strips.
•  Each strip 7-7/8" long–cut to desired length.
•  Adhesive backing for easy installation.

Note:   1) Not for use in applications with high temperature (80°C)  
                or humidity.
            2) Do not use to secure/support heavy objects.

•  Easy to trim, strong magnetic strips.
•  Each strip available as a roll, 39-3/8" long–cut to desired length.
•  Adhesive backing for easy installation.

Note: 1)  Not for use in applications with high temperature (80°C) 
or humidity.

         2) Do not use to secure/support heavy objects.

• Easy to install and adjust.
• Push to open/close.
• Includes screws.
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MAGNETIC MINI TOUCH LATCH

MAGNETIC STRIP

MAGNETIC STRIP (RUBBER ROLL TYPE)

MC-25

NMS

KMS

3.1×13


