96 Hinge

Lift-off
Type A Type B e Allows for quick, easy
door removal
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Type "A" application shown
R Part Number Part Number
ateria
Type A Type B _S_e_e_t_a_b_lg ______________________
Steel 96-04-N1WL 96-04-NIWR
Stainless Steel 96-04-SIWL 96-04-SIWR

Other options available. For complete details
on variety, part numbers, installation and

SouthcoO WI specification, go to
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348 - 36 Hinge
. Lift-off - In-line - Zinc

e Allows for quick, easy T For Lift-0ff For Non Lift-0ff
door removal 3ls f Mounting Mounting
S 19.1(.750)
e Door can also he (1.24) N >
permanently installed l
[]1
Material and Finish I | I Tapped hole
Zinc alloy, black powder coated y U—— N
Performance Details < g 95 ‘
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Calculate screw length using the
following formula:

Door thickness + 5 (.200) Q

In-line mount preparation: Do

To allow for 180° rotation R or S Axial

must be < 25.4 (1.00). s '
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Part Number Tapped Hole Part Number
Seefabe Imperial 10-32 96-10-500-50
Metric M5 x 0.8 96-50-500-50
Other options available. For complete details
on variety, part numbers, installation and
specification, go to th ©
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96 Hinge
Lift-off - Offset - Zinc

Type B Type A For Lift-0ff For Non Lift-0ff o Allows for quick, easy

Mounting Mounting door removal
175 "
(.688)

e Door can also he
5 permanently installed
Material and Finish
Zinc alloy, black powder coated
Performance Details
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Load Load
Maximum 1300 N 2200 N

10(391) (128)
Tapped hole o175 static load | (3001bf) | (500 Ibf)

(2.000) These

| Tapped 315
63.8 hole { (1.24)

holes |
are not |
I
I

tapped

A o8 Average
095 ultimate 3300N I300N
56 (375) load (750 Ibf) (2100 Ibf)
2.21 -
( )T Use Use Installation Notes
type A ‘ type B S 3
315 19 ; : crews not supplied.
Tapped hinges h : ; )
aze o (-750) nees Maximum tightening torque of
* T screw: 8.5 Nem (75 in-Ibf)
7 (.594)" Calculate screw length using the
175 10(39D) following formula:
(689 1—3 LTSI
1 175 %03
Door r/(.688¢.004)
S;@‘\\ ' Axial
5 N
\ ' 7
& 1
| |
& 508+02 |
(2.000+.008)
@, I
~N|
<=
4x 5477 (205705) Radial O
Part Number Part Number
Tapped Hole See table

Type A Type B
Imperial 10-32 96-10-510-50 96-10-520-50
Metric M5 x 0.8 96-50-510-50 96-50-520-50
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96 Hinge

Lift-off - In-line - Zinc and stainless steel

o Allows for quick, easy M5 X 0.8 Thread 4X For Lift-0ff Mounting For Non Lift-0ff
door removal Mounting

e Door can also be
permanently installed

Material and Finish
Zinc alloy, chrome plated, powder
coated or stainless steel

Performance Details

Radial load

Maximum static load:

Zinc alloy: 1300 N (300 Ibf)
Stainless steel: 3000 N (670 Ibf)

Axial Load

Maximum static load:

Zinc alloy: 2200 N (500 Ibf)
Stainless steel: 5000 N (1120 [bf)

Installation Notes

Screws not supplied.
Attach hinge with four M5 x 0.8
Maximum screw length = door

(or frame) thickness + 10 (.400) Door
Axial
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Part Number Material & Finish Part Number

Seetable Zinc alloy, bright chrome 96-MA-80-10

Zinc alloy, black powder coated 96-MA-80-50

Zinc alloy, satin chrome 96-MA-80-20

Stainless steel, polished 96-MA-80-24

Other options available. For complete details
on variety, part numbers, installation and

specification, go to h o
| o | southco
cLIc ¥ www.southco.com/96 Dimensions in millimeters (inch) unless otherwise stated CONNECT - CREATE - INNOVATE




36 Hinge \
:

Lift-off - Offset - Zinc and stainless steel

Type A | | Type B e Allows for quick, easy
I — ! U ! door removal
[
S | 185(.73) 185(.73) l | N ® Door can alsq bhe
I | 1 permanently installed
03401, | 34 103 (41) Material and Finish
Max. (1.34) (1.34) Max.

Zinc alloy, chrome plated, powder
coated or stainless steel

Performance Details

Radial load

Maximum static load:

Zinc alloy: 1300 N (300 Ibf)
Stainless steel: 3000 N (670 Ibf)

Axial Load

Maximum static load:

Zinc alloy: 2200 N (500 Ibf)
Stainless steel: 5000 N (1120 Ibf)

82(32) 79(3; Installation Notes
o Max. 79(3) —=—llesb— 82(3) Screws not supplied.
M Attach hinge with four M5 x 0.8
Maximum screw length = door (or
@ 175739 frame) thickness + 10 (.400)
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Part Number Part Number

Material & Finish
Type A Type B See table

Use Use ) T T e
t_ype A ‘ type B Zinc alloy, bright chrome 96-MA-8A-10 96-MA-8B-10
hinges hinges Zinc alloy, 96-MA-8A-50 | 96-MA-8B-50
black powder coated

Zinc alloy, satin chrome 96-MA-8A-20 96-MA-8B-20

Stainless steel, polished 96-MA-8A-24 96-MA-8B-24 Other options available. For complete details
on variety, part numbers, installation and
© specification, go to
southco mm|
CONNECT - CREATE - INNOVATE Dimensions in millimeters (inch) unless otherwise stated cLIC 8 www.southco.com/96
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