AC-30 Multi Point Actuator
Push-Button

e Single or multi-point With cam attachment shown
actuation capabhility 9(513;35_,
¢ Accommodates wide — Spacer not |
panel thickness 28 | required if panel |
(1.10) ! thickness > 10.3 (41) — !
¢ Multiple key code options L N
. . ane ICKNess
¢ Single hole install from 1 to 22 _
(.04 to .87) Max Tab washer
Material and Finish (26;12) , Mounting nut
Button: Nylon : J ~<~——Cable holder
- B . i
Housing: Zinc or Stainless steel , f4.1(16)
(L;OCk I;IVug:thcR_ " i % axg5+01  10(39) Cam/ <2 (.08)
am, asher, RIVEL: . (197 =.004) Cable Travel 514
Stainless steel, passivated (2.02)
Without cam attachment shown [_PUSh Travel 12 (47)
1
28
(1.10)
L =, 42
(1.65)
Push Down — T
24N e {
S 032402 (127%)
Panel preparation
29.2+07 (115 %)
Part Number Selection
E End Style < E Housing Material
1 With Cam attached 1 Zinc alloy with black powder coat
3 Without Cam attachment 3 Stainless steel with black powder coat
Button Material
1 Nylon, black

AC-30-E -/H/[B/- KC
|%| T—>|K|Keycoues

Locking Option <« (Omit for locking options 1,2,4 and 5)
1 Reversible key (No keys - R001) KD10 Keyed differently (10 codes)
2 Reversible key (2 keys included - R001) MK10 Master keyed, keyed differently
3 Reversible key (Multiple key codes - 2 keys included) .
4 Standard key (No keys - CH751) @Mﬁlﬂgt'"g Method g (st have i )
) ) ith spacer mounting (must have if glass pane
Other options available. For complete details 3 Standard key (2 ke)fS included - CH751) ) 2 Without spacer mountin
on variety, part numbers, installation and 6 Standard key (Multiple key codes - 2 keys included) p g
specification, go to S ou c o
INFO | th )
CLICY www.southco.com/AC Dimensions in millimeters (inch) unless otherwise stated CONNECT - CREATE - INNOVATE

.
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AC

-40 Multi Point Actuator

Push-Button Handle

k

With cam attachment shown

Spacer not 181.4
required if panel (7.14)
thickness > )
46(.18) T
34 34(1.85)
(1.34) (1.*34)
58
Panel Thickness — (2.28) Cam/Cable
from 110 16.8 Travel 10 (39)
(.04 to .66) Max.
2 X @5 +0.1 514 ?4.1(.16)
(.197 +.004) ~ 0.0
Without cam attachment shown
- B
142 1
(5.59 +.02)
)
)
_ par(1.73) )
)
(13552) M8 X 1.25 (.05) thread
: 18 deep
i____;:[lZ (.47) Push Down (Max mounting torque: 40 (1.57) N-M)
142 1
4402 (5.59 £.02)
1 27+ oos)_\
\ —8.4%0.1(33x.004)

12

—’I ~113 +0.2 (.510.008)

E End Style <
1 With Cam attached

3 Without Cam attachment

AC - 40 - M-

Locking Option <
1 Reversible key (No keys - R001)

2 Reversible key (2 keys included - R001)
3 Reversible key (Multiple key codes -

2 keys included)

4 Standard key (No keys - CH751)

5 Standard key (2 keys included - CH751)
6 Standard key (Multiple key codes - 2 keys included) 2

southco

CONNECT - CREATE - INNOVATE

E Handle Material
1 Black GF nylon with zinc housing insert
2 Black GF nylon with stainless steel housing insert

Button Material
1 Nylon, black

KC

A

—>|E| Key Codes
(Omit for locking options 1,2,4 and 5)
KD10 Keyed differently (10 codes)
MK10 Master keyed, keyed differently

B -

@ Mounting Method

Cable parallel (or no cable), with

spacer mounting (must have if glass panel)
Cable parallel (or no cable), without

spacer mounting

Cable cross with spacer mounting

(must have if glass panel)

Cable cross without spacer mounting

Dimensions in millimeters (inch) unless otherwise stated

Single or multi-point
actuation capability

Accommodates wide
panel thickness

Multiple key code options
e Easy Grip

Material and Finish
Button: Nylon

Housing: Zinc Alloy or
Stainless steel

Lock plug: Zinc Alloy

Cam, Washer, Rivet:
Stainless steel, passivated

Part Number Selection

Other options available. For complete details
on variety, part numbers, installation and

specification, go to
INFO I
CLIC

9 www.southco.com/AC

R




AC Single Point Actuator
T-handle

o Surface mount Cable clip— 20.8 (.82) -

installation 21+7 2+3
. 0 :
e Generous grip area L fﬁi (.31)

e Pull to activate

Material and Finish : T-handle
45(1.77) Housing A
Housing: PC/ABS, black / \
. ) yany yany |
T-handle and slide: Glass-filled Y N7 \
nylon, black 56 ‘ '.
i (2.20) . ‘
Clip: Acetal, black K ;@
ing: Stai - 400.2 ‘
Spring; Stainless steel, passivated (157:.008 .
Part Number ¥ A A i
IV \] |
See table Vixgas5:01 /o
<25:0.2  (18+.004) 7

(.98+.008)....(For.thru_hole.mounting)

[e——— 1045 (4.1]) —————

|e— 117 Open (4.6]1) ———

INFO Part Number
[CLIC Y \ww.southco.com/AC AC-60-101-11

AC Single Point Actuator

Plastic paddle and housing

X

80+0.3 4xR5 (.2) Maximum

* Front mount installation |‘N_(3.15¢.012> _; (21x7¢7 iga))l

® Flush ) (For thru hole mounting)
e Two cable mounting @) (@ |WaAh ) / s
options 2120.2 (1.6&1:.02)

. . y (.83+.008)
Material and Finish

Paddle and housing: Glass-filled f (RN
5.7 AN N N
287 N —»| |« 5.8+0.1(.23+.004)
nylgn, bIacI.« . (1.13)(.22) 108.3 (4.26) e Panel L—91.6¢0.3 (3.61£.012)-»
Spring: Stainless steel, passivated ¥ o SO
______________________________ ' ==
i

IJ

Panel

38.3(1.51) thickness

Part Number |
See table Cable placement I/Ri

Cable placement 2

Cable Orientation Panel Thickness  Cable Travel

Part Number Placement 1 12.5 (.49) maximum 11.1 (.44)
Other options available. For complete details AC-70-101-11 Placement 2 16 (.63) maximum 13.2 (.52)

on variety, part numbers, installation and

specification, go to h o
INFO ST . southco
CLIC Y www.southco.com/AC Dimensions in millimeters (inch) unless otherwise stated CONNECT - CREATE - INNOVATE
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AC Single Point Actuator
Push-button

‘

Knob @ 26 (1.02)
6 (.24)] {38 (1.50)
TS i 26 (1.02)
Maximum panel thickness
\Door panel @32 3
(1.26 %) A 4%
646 Mounting nut
(2.54) , 30:02 §
Housing (1.18+.008)
Double-D hole
(;i - ] preparatmn* |
N2 \ \
Cam
13.7 (.54) Cable travel
Part Number
AC-80-101-11
Aluminum paddle and housing
73 (|2.87) 4X R5 Max
2X04.5+0.1
(1774008 ! 189074
E]Ft:rthru ) : 4 | h _L ?
ole mounting
| | 1 389
I8 | i |
| (5&2) 1< 4+0.1(0.15 +£0.003)
96.2 ’
(3.78)
7 3 ¥
S (0.51) 35,9
S | (1.41)
e ) |
= Q Mu i Part Number
Cable - —L — - (310'23) AC-75-101-11
Placement 1~ ~ i
Caby /)/V ! Cable Orientation  Panel Thickness ~ Cable Travel
Plaac:ment 2 | Placement 1 12.5 (.49) max. 11.1 (.44)
Cable Placement 3 Placement 2 16 (.63) max. 13.2(.52)
Placement 3 16 (.63) max. 13.2(.52)
southco
CONNECT - CREATE - INNOVATE Dimensions in millimeters (inch) unless otherwise stated

® Flush

¢ Mounting hardware -

included

Material and Finish

Push button and housing:
PC/ABS, black

Cam: Glass-filled nylon, black
Spring: Stainless steel, passivated

Part Number
See table

www.southco.com/AC

]

options
Low profile
* Robust material

Material and Finish
Paddle and housing:
Aluminum, black powder coated

AC-75 can only use snub end
coupling (Type 6 or 7 cable).

Part Number
See table

Other options available. For complete details
on variety, part numbers, installation and
specification, go to

INFO I
CLICY www.southco.com/R4

NS

"

Front mount installation -
Three cable mounting



AC-50 Single Point Actuator

Squeeze handle

e Single actuation capability  squeeze Handle

e Accomodates tubular
construction or rounded 13 Handle travel —
mounting surfaces

Material and Finish F N u
Housing, handle: Glass-filled nylon,

black = B Q@ a i M
""""""""""""""""" ~&—Pull Direction N

Y

169.2 [+—28.2 —=

Installation Notes Iy

. Retaining 45
Installation torque of screws 12 Cable travel — clip included
not to exceed 2 Nem maximum Use Southco cable end fitting type B (L type)
e k - (Cable sold separately. Refer to Southco drawing
(Countersunk screws or rivets J-AC=C for Cable Selection Guide.)
recommended)

Part Number
AC-50-101-11

2X M5 Thread

Panel Preparation

Squeeze handle
assembly

Customer
installation tube

Other options available. For complete details
on variely, part numbers, installation and

specification, g0 to th o
INFO o , soucnco
CLIC Y www.southco.com/AC Dimensions in millimeters (inch) unless otherwise stated CONNECT - CREATE - INNOVATE

—
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