D9 DZUS® Tech Line Quarter-Turn Fasteners
D9-52 Stud Assemblies - Flare-in Style

ﬁ\"v

Flare-in Style Stud Assembly Installation 000
Bright or Prism Black e Designed for hand or tool -
operation
008 L
»—095(31) - ~— Stud Blue ‘ * Spring ejected
No.2 Phillips No Recess Spring e Wide variety of receptacle
P 013 ‘ options
-~ Red i i
— e 0.3(01) Totalfloat Standoff ° nggnate access points
— 1 014 ‘ with color
" W 14Ts 5.3 (209) Green Material and Finish
| (58) #5.4 "'os 0.9(.036) Your color Stud: Steel, hardened, zinc plated
! (.209%5%) Min. panel (contact | |
| [ —— J thickness South p U§ Sealer o i
%2 ‘—@—‘ 1 outhco) Spring: Music wire, zinc plated
' 0 p.4(.016) Standoff: Aluminum, natural
Utfastened Fastened P2 Prism: PC/ABS
Stud Length Table
]
Flat receptacle Flat receptacle Press-in Stud Assemblies
D9-61-11 mounted | D9-61-11 mounted Saddll;;r:;eﬂtacle receptacle
below panel ahove panel e D9-63-11
Part Number, Press-in
TMT Range TMT Range TMT Range TMT Range : -
Bright Head Prism Head
Nomi- Nomi- . Nomi- Nomi- illi -
3:' ::':I' Min M- May z;nl' No Recess :2222: No Recess Phillips Recess
21 | 28 | 30 [ 29 [ 36 [ 38 | 53 |60 | 62 | 14 | 21 | 23 | 83 | 185
o | an | ao | an | o | as | o | cn | on | e | @ | o | (33 | (73 | Po-52-3301-K | D9-52-3311-K | D9-52-3301-K000 | D3-52-3311-K000
31 | 38 | 40 | 39 | 46 | 48 | 63 | 70 | 72 | 24 | 31 | 33 | 93 | 195
a2 | s | ae | as | as | ao | 2 | 28 | 28 | wo | a2 | a3 | @n | g7 | P3923802K | DI-52-3312-K | DI-52-3302-K000 | DI-52-3312-K000
41 | 48 | 50 | 49 | 56 | 58 | 73 | 80 | 82 | 34 | 41 | 43 | 103 | 205
a6 | 9 | 20 | (19 | 22 | 23 | 29 | @30 | 32| 13 | 1o | an |y | ey | P95233034 | 09-52-3333-K | 09-52-3303-K000 | DS-52-3333-K000
51 | 58 | 60 | 59 | 66 | 68 | 83 | 90 | 92 | 44 | 51 | 53 | 11.3 | 215
20 | 23 | e | 23 | 20 | 2 | 33| 35| 3o | an | 2o | 2o | e | (85 | D9-923304K | DI-52-3314-K | D9-52-3304-K000 | D9-52-3314-K000
0=0.9 (.035) MIN Frame Thickness (All receptacle views)
Column A (D Column B (D
Flat receptacle ! Flat receptacle - Installation notes:
D9-61-11 mounted | D9-61-11 mounted | 1. Drill then counter-sink panel as
! - 0.8(.03
below panel | | a above panEl | | Rece(ptagle thickness shown.
Y ¥ (T =T = | 2. Insert stud assembly into
T @ -\ t TT } prepared hole in panel and flare
0.8(.03) Receptacle a Receptacle stand-off using tool 47-106. Use
W LIGHT pressure
Column C ! Column D W Specifying Prism Color:
Saddle receptacle | Press-in receptacle | To indicate color, change the last
D9-62-11 ™T | D9-63-11 ™T i Q three digits of the part number.
R 1 : ; Example D9-52-1311-K000, black,
_Y
nj: T 350124) ﬂ— D9-52-1311-K013, red
Receptacle 1.6 (.06) Receptacle
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CONNECT - CREATE - INNOVATE

Dimensions in millimeters (inch) unless otherwise stated
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D9 DZUS® Tech Line Quarter-Turn Fasteners ‘ S
Stud Assemblies - Flare-in style zzf\\a

Flare-in Style Stud Assembly gL e Designed for hand -
(.46) T operation

No recess o Spring ejected

e Wide variety of receptacle

——I <—0.8(.03)
Total float

_ options
N f' ¢5_4 +0.13 L
5.3 (.209) 0 AMin=0.9(.035) : -
14.1(.56) "M\ ""n\'m 104 (41 (213*%) _pMax=See Table  Material and Finish
‘ |._.'_| i Stud: Steel, hardened, zinc plated m
T = ; ' —— T plus sealer
— 1 P-2 900 7 ! §.4(016) Spring: Music wire, zinc plated
—P-1 S ] Knob: Aluminum, natural or black
powder coated
Stud Length Table .
c E Ferrule: Aluminum, natural
Flat receptacle Flat receptacle Saddle Press-in IHSt?"atmn Notes )
D9-1-11 D9-1-11 Stud Assemblies 1. Drill then counter-sink panel as
receptacle receptacle
mounted below mounted above shown.
anel | D9-62-11 D9-63-11 ,
p pane 2. Insert stud assembly into
TMT Range TMT Range TMT Range TMT Range prepared hole in panel and flare ,ﬁ_l,
Nom- _ Nom- ) . _ Nom- Stud Part stand-off using tool 47-106. Use
inal L inal L Lk Length Number LIGHT pressure
21 | 28 | 30 [ 29 | 36| 38 53|60 62 1421|2346 |83 , | qiueyl|  BoormToorosmmmossmsmso----ee
08) | (v | a2 | an | as | s | e | | e | o | o8| oo | g | 3| 1| PFAE0K | Part Number
31 (38 (a0 39 as|as 63|02 f2al 31 33 56 03] , [joupon| OCCEOE .
(12) | (15) | (16) | (15) | (18) | (19) [ (.25) | (.28) | (.28) | (.09) [ (12) | (13) | (.22) | (37) Black Knob Option
41 | 48 [ 50 | 49 | 56 [ 58 | 73 | 80 | 82 [ 34 | 41 | 43 | 66 [ 103
ae [ a9 [ 2o | a9 | @ | @ | o | ey el a | dae | an | e | | 3 [DeA7-3%08K For black powdered coated knob,
51 (58 [ 60 [ 5966 [68]|83[o0faz|as|si]ss]6{ns] , [ qup0x add 000 to the part number.
(20) | (23) | (28 | (23) | (26) | (27) | (33) | (35) | (36) | (17) | (20) | (21) [ (:30) | (44) Example:
Receptacle Types (Stud Assemby shown fastened for P-2 = 9.3 (.366) all views) D9-47-3301-K, natural
Q=0.9(.035) MIN Frame (all receptacle views) D9-47-3301-K000, black
Column A Column B Receptacle Details
With flat receptacle D9-61-11 mounted below panel With flat receptacle D9-61-11 mounted above panel See page 409D
W‘ ______________________________
I
™I ™T N
U e — i 1 == __ i/
og(oz) o @ATL% o Q- J *
8 0.8(.03
Receptacle thickness Receptacle Receptacle Rece(pta?:le thickness
Golumn C ColumnD Notes
With saddle receptacle D9-62-11 With press-in receptacle D9-63-11 To ensure you receive
SZ8 SOUTHCOP quality parts,

look for the segmented circle.

™T
]

T ! ﬂ_% i1
¥ T
™T - — '
Q}_j— 315 (.124—}—) 1.5 (.06) Receptacle

Installed receptacle height

Receptacle
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