19 Swell Action Latch

Plastic

e Accommodates
misalignment

¢ Vibration dampening

Material and Finish
Nylon and glass-filled nylon black

with rubber bushing
Performance Details
. Rated load
Frame thickness (short term)
1.5(.059) 400 N (901bf)
2.5(.098) 690 N (155Ibf)
3.2(.125) 620 N (1401bf)
4.8(.190) 190 N (431bf)
Part Number
See table

@ 2.4(.09) Acorn nut
M6 Thread
(-—-—-—-—-
[ S — -
~
= ~
39
(1.53) Handle / tee shaft
sub-assembly
Bushing
L J
167 11.5 (.45) 23 (.91) Open
S — e
(.66) 1.5-4.8(.06-.19)
39(1.53) (see table)
Acorn nut
Use washer provided
when required
1.7£0.2 (.07+.01) Yes No
1.9-2.3(.08-.09) Yes Yes
2.5+0.2 (.10+.01) No No
2.7-4.8(11-.19) No Yes
0 13.7+0.3 (.54x.01) for frame
thickness up to 3.2 (.13)
0 14.1+0.3 (.56.01) for frame
Min. recommended - thickness 3.2 - 4.8 (.13 - .19)
distance from edge 4 (.157) |
+
. +
__/
Door | p67203
Optional flats (.26+.01)
5.2 173 (20675

Other options available. For complete details
on variety, part numbers, installation and

specification, go to
INFO I
CLIC

—
\k
o

19-51-01

Components bulk packaged

19-54-01

1 Assembly per bag

Dimensions in millimeters (inch) unless otherwise stated
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19 Swell Action Latch

Stainless Steel - Zinc

Frame
™ thickness
6.4 (.25) Max. — ~
f19 Door or outer panel Frame
(79) Bushing
- 16 Wash i
(.63) Handle and shaft asher J\Tlv Nut
sub-assembly\‘
| - Shaft
- ( N ' 5/16-24 Thread
g &—]- =i
/ , /\ \ | —
57 : ( \
(2.25) | \ \
55 — \ |
(2.16)
\
A e
~ A
—>| ~— 1.2(.05)
le—— 28 (1.10) —»t=—29.3 (1.15) —
(latched) (latched)
13(50) |=— 63 (2.48) 336 (1.32) —»
(open) (open)
Nylon nut
1.2-3.2(05-.13) 19 (.750)
3.2-48(13-.19) 19.5(.766)
4.8-6.4(19-.25) 20 (.781)
6.4 (.25) and up 20.5(.797)
Handle and shaft sub-assembly
Door or other panel Frame
\ \4
08 —
(316+1%) {
< =
5-5.*0%‘—f
(257
/\/ .000 ,\,
Optional: Round hole installation.
Caution: Handle orientation
will shift with use and loosen.
Zinc alloy 19-14-10 Black powder coated
Stainless Steel 19-14-23 Natural
Stainless Steel 19-14-24 Polished
southco
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Dimensions in millimeters (inch) unless otherwise stated

e Accommodates
misalignment

e Vibration dampening

Material and Finish

Zinc alloy, black powder coated,
acetal and rubber bushing

Stainless steel, natural or polished,
acetal and rubber bushing.

Performance Details

Rated load

Frame thickness | ot ort term)

1.2(05103.2(13) | 330N (75Ibf)
3.2(13)t0 4.8 (19 | 660 N (150 Ibf)
4.8(19)t06.4(.25) [ 550N (125 Ibf)

6.4 (.25) and Up 220 N (50 Ibf)

Installation Notes
Maximum tightening torque on
mounting nut: 1.0 N-m (9 in-Ibf)

Part Number
See table

Other options available. For complete details
on variety, part numbers, installation and

specification, go to
INFO I
CLIC

X




19 Swell Action Latch
Plastic - Flush

e Flush low profile design ~ 19-83-10 9.5 (37) = ={|=Frame thickness
. Frame or bracket outer surface of cup
° Agcommodates 3.2 (13) Maximum =t must contact frame or side mount bracket
misalignment - ;
e Vibration resistant T
44 \Smsw 32 UNC
. .. Nut 8-32 UN
Material and Finish (L.73) NBushing
Nylon black with stainless steel
mounting bracket and rubber ==X—Cup [ \—Retaner _ I
bushing L 19| ¥ 21(81)_| [N\_Mounting bracket Retainer  Mounting
) () 21(84) | (latched) bracket
Sesuels 0D SEsh ABpaey "~ (onen ™ 23(90) ™
Performance Details (open)
Series Frame Rated load
thickness | (short term)
0.5-3.2 180N
83101 016 13) (401bf)
%‘156' 3'123 saon ooy | 19-93-10 133 (52) . frame
19-03.10 |06 13) St thickness Frame or bracket
32-48 330N outer surface of cup
(.125-.19) (751bf) 4.8 (.19) Maximum |- must contact frame
r r or side mount bracket 1
Installation notes . T
. . H 1- Frame
Position bracket and retainer over . M .
stud and strike set tool. Adjust \ Door
mounting nut to set latching 61 Screw Oft
tension. (2.39) Nut 12-24UNC 3 T E?,neeﬂ
Set tool — Bushing —
— __AV AV
016 (.625)—{
[l z(l _+_ R Retainer
s -7 L 30(1.16) \___Mounting
20 24 (95)— ’-—uatched)—— Bracket
102 (4.00)——— L BO1) | 33(130)
P8.357 (328 7 ) (open) (open)
Tool part number: 17-10019-11
Part Number
See table
3.2(13) 41.5%% 16.5*2,
19-83-10 0.4 (.015 180 N (40Ibf 6(.234) | 9.5(375 11 (.45 s D
(015) @i | ypax. (234 (37%) U1 ety | (680 %)
440N Upto3.2
19-93-10 i (10080 S PP o 15.56) | 20002 | 2057%5
e 32-48 : - (2.265+.005) | (812 0y
Other options available. For complete details 0.8(.030) 330 N (751bf) (.13-.19) 14.(.56)
on variety, part numbers, installation and
specification, go to h ©
INFOI . , , souchco
CLIC Dimensions in millimeters (inch) unless otherwise stated CONNECT - CREATE - INNOVATE
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19 Swell Action Latch

Plastic

18-81-10 Frame thickness —
3.2 (13) Maximum —ag| o/ Frame

Handle and shaft

4(.14)

13(.52)
I (latched)
831 ~|la
(latched) 155
= 28009 —=i= R
: (open) (open)
18-91-10 Frame thickness Dotor or |
4.8 (.19) Maximum —= U:/Ffam? outerpanel
Bushing
Handle and shaft / gH
Assembly Pin /—Nylon nut 12-24UNC |
_ _\ O R < O >
i ] J
39 —A—A—
(1.53)
«,-\—Door Frame
_/\,—/\,_
;_’I . | ol 5ler| 19(75)
7(. ~— 115 (.45) |(.19) (latched)
(latched) - ¢ 1
L 3905 L 225(89) L J
(open) (open) gK
_/\'—/\,_
19-81-10 3.3(130) 4.1(.161) 3.2 (.13) Maximum 9.5(.375)
Upt03.2 (13) 13.5 (531)
19-91-10 4.5(177) 5.8 (.228)
3.2-48(13-.19) 14 (.547)

Accessories - Side mount bracket

W
Panel 31.8 le— R —»]

Y x— . am R

5 ' ~ 1~
9.5(38) 0s
1
16 (63)
¥

[ Frame 2 holes; < 16(06)
5,150 (20341
19-81-10 and 19-83-10 9.5(38) 19-0-15666-11
27(106) | 205(8) | 167(66)
19-91-10 and 19-93-10 135 (53) 19-0-15665-11
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Dimensions in millimeters (inch) unless otherwise stated

e Accommodates
misalignment

e Vibration dampening

Material and Finish

Nylon and glass-filled nylon black

with rubber bushing

Performance Details

Series Frame Rated load
thickness | (short term)
0.5-32 180N
198110 |16 13) (40Ibf)
0.5-32
(016 - 13) 440 N (1001bf)
19-91-10
3.2-48 330N
(.125-.19) (751bf)

Installation notes

Maximum tightening torque on
mounting nut: 1 Nem (9 in<Ibf)

Part Number
See table

Other options available. For complete details
on variety, part numbers, installation and

X

specification, go to
INFO I
CLIC



