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VECTOR T3 CENTRAL LOCKING HANDLE

DESCRIPTION

IS2752-268390-10

Vector 3 T-handle for central locking vehicle applications. The 
unlock and lock signal is sent from the vehicle’s system.
The handle creates 4 mm compression and is sealed to IP65 for 
water and dust. Four blind-mount studs ensure waterproof 
assembly. In case of power failure, the latch is equipped with a 
mechanical override cylinder. Available for 12- and 24- volt 
systems with adjustable roller cams, as well as 3-point latching.

MATERIAL
Adjustable cam: Zinc die cast, passivated
Body: Glass fibre reinforced polyamide (PA6GF30)
Cast-in bolts: Steel, black passivated
Cylinder: Zinc die cast, stainless steel 304 cap and dust shutter
Dust cover, black: Glass fibre reinforced polyamide (PA6GF30)
Handle: Stainless steel 304, polished
Roller: Glass fibre reinforced polyamide (PA6GF30)
Rotating locking device: Stainless steel 303
Shaft: Steel, zinc plated or stainless steel 303

TECHNICAL INFORMATION
Electronic interface
Power requirements 12VDC/2A or 24VDC/2A,
lock/unlock by reverse polarity (impulse length 0,3-1,0 s).
Maximum tightening torque 2.2 Nm.

Rotation 180°

129.7

126.2

Ø27

Ø5.50 (4x)
R5 (4x)82

97 76.3
17

21

73
105

Adjustable 3 - point cam

79.8
H

L

57.3



20   •

McNaughtans 
Administration & Melbourne Branch
321 Greens Rd, Keysborough, VIC 3173 
Mon - Fri : 8 AM - 4:30 PM
03 8768 6666
vicsales@mcnaughtans.com.au

McNaughtans 
Brisbane
925 Nudgee Road, Banyo, Qld 4014 
Mon - Fri : 8 AM - 4:30 PM
07 32677722
qldsales@mcnaughtans.com.au

Struts Australia 
Laverton
3/110 Fitzgerald Road, Laverton North, VIC 3026
Mon - Fri : 8 AM - 4:30 PM
03 9369 8113
info@strutsaustralia.com

McNaughtans 
Perth
3 Kalli Street, Malaga, WA 6090
Mon - Fri : 8 AM - 4:30 PM
08 9248 1833
wainfo@mcnaughtans.com.au

McNaughtans 
Sydney
2/314 Hoxton Park Road, Prestons, NSW 2170
Mon - Fri : 8 AM - 4:30 PM
02 9609 5122
nsw@mcnaughtans.com.au

Concept Latch, Lock and Hinge
Ascot Vale 
Showroom : Ascot Vale
Shop 2/93-95 Union Road, Ascot Vale, VIC 3032
Mon-Friday: 8 AM-4:30 PM
Warehouse : 321 Greens Road, Keysborough, VIC 3173
03 9388 2551, sales@conceptlatch.com.au

VECTOR T3 HANDLE

DESCRIPTION

IS2752-10626110-04

Flush compression Vector 3 T-handle with 4mm 
compression stroke. Sealed to IP65 against water and 
dust. Four blind-mount studs and PUR-gasket ensure 
waterproof assembly.     
Supplied with an adjustable roller cam as well as 3-point 
latching. Vector T3 comes with a stainless steel T-handle 
and pivot shaft in bright polished stainless steel and is 
recommended for applications used in tough 
environments. Supplied with a turnable dust cover.

MATERIAL
Adjustable cam: Zinc die cast, passivated
Body: Glass fibre reinforced polyamide (PA6GF30)
Cast-in bolts: Steel, black passivated
Cylinder: Zinc die cast, stainless steel 304 cap and dust shutter
Fixed cam: Steel, zinc plated
Dust cover, black: Glass fibre reinforced polyamide (PA6GF30)
Handle: Stainless steel 304, black texture powder coated
Roller: Glass fibre reinforced polyamide (PA6GF30)
Rotating locking device: Stainless steel 303
Shaft: Stainless steel 303

TECHNICAL INFORMATION
Maximum tightening torque 2,2 Nm.
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